
25302 - Baseflex  18 - 1.5 bar
Produkto duomenų lapas 2022/11/09

© 2022 Flamco B.V. - visos teisės saugomos. Mes pasiliekame teisę keisti visų mūsų produktų konstrukcijas ir technines specifikacijas.

For sealed heating (acc. to EN12828) and cooling installations.

When the temperature in the installation rises, the system water will expand. The
‘expansion water’ is stored temporarily in the expansion vessel to keep the
pressure in the installation at the correct level. Each vessel is factory tested.

Privalumai
• The thread of the system connection is uncoated, ensuring problem free

connection.
• The fixed bag-type diaphragm prevents the water to come in contact with the

bare steel of the vessel.
• Nitrogen gas filling for longer maintenance of pre-pressure.

Techninės specifikacijos
• Maximum working pressure: 6.0 bar.
• Red (RAL 3002) epoxy powder coating (also available in white (RAL9010)).
• Vessels in accordance with EN13831.
• Suitable for systems with a maximum system temperature of 120 °C.
• Min. / max. temperature diaphragm: -10 / 70 °C.
• Diaphragm: EPDM.
• All welded construction.
• Zinc plated flange.
• Suitable for addition of glycol-based anti-freeze up to 50%.
• In accordance with Pressure Equipment Directive 2014/68/EU.
• Baseflex 35 - 80: Standard equipped with legs.

Aprašymas Baseflex exp. vessel 18/1.5 [6bar]

Gaminio kodas 25302

EAN 08712874253025

Modelis Baseflex 8 - 80

Talpa [l] 18

Pradinis slėgis (bar) 1,5

Max. working pressure [bar] 6

Matmenys A [mm] 290

B [mm] 375

Ø C [mm] -

D [mm] -

Sist. jungtis (E) G 3⁄4" M

Svoris [kg] 3,4

Puslapis 1 iš 3

https://comap.aalberts-hfc.com/lt/catalog/issipletimo-sistema/issipletimo-indai/baseflex/baseflex-8-80/groups/g+c+p+a+view


25302 - Baseflex  18 - 1.5 bar
Produkto duomenų lapas 2022/11/09

© 2022 Flamco B.V. - visos teisės saugomos. Mes pasiliekame teisę keisti visų mūsų produktų konstrukcijas ir technines specifikacijas.

Klasifikavimas Bendrieji duomenys Klasifikavimo požymiai
Etim grupė Pressure increase/decrease Tinka centriniam šildymui Ja
Etim klasė Membraninis slėgio išsiplėtimo indas Ribinis slėgis 6 Bar
Produkto pavadinimas Baseflex exp. ves. 18L/1.5 [6bar] Tinka šaldymui Ja
Prekinis ženklas Flamco Suitable for tap water Nee
Produkto tipas 18L/1.5 [6bar] Geriamam vandeniui Nee
Artikelnummer 25302 Apimtis 18 Litre

Priešslėgis 1.5 Bar
On base, vertical Nee
On base, horizontal Nee
Maks.darbinis slėgis 3 Bar
Su fiksuota sienos atrama Nee
Pozicija, vertikalus Ja
Maksimali terpės temperatūra
(testinė)

70 Degrees celsius

Pozicija, horizontalus Nee
Su kojomis Nee
Su keičiama membrana Nee
Nominalus vidinis skersmuo,
plėtimosi jungtis

¾" (20)

Išorinis vamzdžio skersmuo,
plėtimosi jungtis

26.5 Millimetre

Jungtis Išorinis sriegis lygiagretus,
dujoms (BSPP)

With vessel manifold Nee
Spalva Raudona
With drain Nee
Skersmuo 290 Millimetre
Aukštis 375 Millimetre
Su manometru Nee
With safety valve Nee
Max. glycol mixture 50 Percentage

Puslapis 2 iš 3



25302 - Baseflex  18 - 1.5 bar
Produkto duomenų lapas 2022/11/09

© 2022 Flamco B.V. - visos teisės saugomos. Mes pasiliekame teisę keisti visų mūsų produktų konstrukcijas ir technines specifikacijas.

Raskite daugiau informacijos internete:
Installation and operating instruction
Declaration of conformity PED 2014/68/EU
PED Module D
PED Module D1
EU Declaration of Conformity Module A
Baseflex DWG
Baseflex STEP
Baseflex RFA
Produktų apžvalga PDF

Puslapis 3 iš 3

https://flamcogroup.com//media/files//manuals/Man_Baseflex_Art-nr-25300_2020-11.pdf
https://flamcogroup.com//media/files//certificates/cert_ce-declaration_baseflex_15062021.pdf
https://flamcogroup.com//media/files//certificates/cert_ce_ped_module-d_2020-10.pdf
https://flamcogroup.com//media/files//certificates/cert_ce_ped_module-d1_2020-10.pdf
https://flamcogroup.com//media/files//certificates/cert_ce-declaration_baseflex_flofix_module-a_15062021.pdf
https://flamcogroup.com//media/files//cadimages/baseflex_8-80_dwg.zip
https://flamcogroup.com//media/files//cadimages/baseflex_8-80_step.zip
https://flamcogroup.com//media/files//cadimages/baseflex_8-80_rfa.zip
https://flamcogroup.com//media/files//documentation/doc_lit_h1_2014.pdf


25303 - Baseflex  25 - 1.5 bar
Produkto duomenų lapas 2022/11/09

© 2022 Flamco B.V. - visos teisės saugomos. Mes pasiliekame teisę keisti visų mūsų produktų konstrukcijas ir technines specifikacijas.

For sealed heating (acc. to EN12828) and cooling installations.

When the temperature in the installation rises, the system water will expand. The
‘expansion water’ is stored temporarily in the expansion vessel to keep the
pressure in the installation at the correct level. Each vessel is factory tested.

Privalumai
• The thread of the system connection is uncoated, ensuring problem free

connection.
• The fixed bag-type diaphragm prevents the water to come in contact with the

bare steel of the vessel.
• Nitrogen gas filling for longer maintenance of pre-pressure.

Techninės specifikacijos
• Maximum working pressure: 6.0 bar.
• Red (RAL 3002) epoxy powder coating (also available in white (RAL9010)).
• Vessels in accordance with EN13831.
• Suitable for systems with a maximum system temperature of 120 °C.
• Min. / max. temperature diaphragm: -10 / 70 °C.
• Diaphragm: EPDM.
• All welded construction.
• Zinc plated flange.
• Suitable for addition of glycol-based anti-freeze up to 50%.
• In accordance with Pressure Equipment Directive 2014/68/EU.
• Baseflex 35 - 80: Standard equipped with legs.

Aprašymas Baseflex exp. vessel 25/1.5 [6bar]

Gaminio kodas 25303

EAN 08712874253032

Modelis Baseflex 8 - 80

Talpa [l] 25

Pradinis slėgis (bar) 1,5

Max. working pressure [bar] 6

Matmenys A [mm] 290

B [mm] 479

Ø C [mm] -

D [mm] -

Sist. jungtis (E) G 3⁄4" M

Svoris [kg] 4,2

Puslapis 1 iš 3

https://comap.aalberts-hfc.com/lt/catalog/issipletimo-sistema/issipletimo-indai/baseflex/baseflex-8-80/groups/g+c+p+a+view


25303 - Baseflex  25 - 1.5 bar
Produkto duomenų lapas 2022/11/09

© 2022 Flamco B.V. - visos teisės saugomos. Mes pasiliekame teisę keisti visų mūsų produktų konstrukcijas ir technines specifikacijas.

Klasifikavimas Bendrieji duomenys Klasifikavimo požymiai
Etim grupė Pressure increase/decrease Tinka centriniam šildymui Ja
Etim klasė Membraninis slėgio išsiplėtimo indas Ribinis slėgis 6 Bar
Produkto pavadinimas Baseflex exp. ves. 25L/1.5 [6bar] Tinka šaldymui Ja
Prekinis ženklas Flamco Suitable for tap water Nee
Produkto tipas 25L/1.5 [6bar] Geriamam vandeniui Nee
Artikelnummer 25303 Apimtis 25 Litre

Priešslėgis 1.5 Bar
On base, vertical Nee
On base, horizontal Nee
Maks.darbinis slėgis 3 Bar
Su fiksuota sienos atrama Nee
Pozicija, vertikalus Ja
Maksimali terpės temperatūra
(testinė)

70 Degrees celsius

Pozicija, horizontalus Nee
Su kojomis Nee
Su keičiama membrana Nee
Nominalus vidinis skersmuo,
plėtimosi jungtis

¾" (20)

Išorinis vamzdžio skersmuo,
plėtimosi jungtis

26.5 Millimetre

Jungtis Išorinis sriegis lygiagretus,
dujoms (BSPP)

With vessel manifold Nee
Spalva Raudona
With drain Nee
Skersmuo 290 Millimetre
Aukštis 479 Millimetre
Su manometru Nee
With safety valve Nee
Max. glycol mixture 50 Percentage

Puslapis 2 iš 3



25303 - Baseflex  25 - 1.5 bar
Produkto duomenų lapas 2022/11/09

© 2022 Flamco B.V. - visos teisės saugomos. Mes pasiliekame teisę keisti visų mūsų produktų konstrukcijas ir technines specifikacijas.

Raskite daugiau informacijos internete:
Installation and operating instruction
Declaration of conformity PED 2014/68/EU
PED Module D
PED Module D1
EU Declaration of Conformity Module A
Baseflex DWG
Baseflex STEP
Baseflex RFA
Produktų apžvalga PDF

Puslapis 3 iš 3

https://flamcogroup.com//media/files//manuals/Man_Baseflex_Art-nr-25300_2020-11.pdf
https://flamcogroup.com//media/files//certificates/cert_ce-declaration_baseflex_15062021.pdf
https://flamcogroup.com//media/files//certificates/cert_ce_ped_module-d_2020-10.pdf
https://flamcogroup.com//media/files//certificates/cert_ce_ped_module-d1_2020-10.pdf
https://flamcogroup.com//media/files//certificates/cert_ce-declaration_baseflex_flofix_module-a_15062021.pdf
https://flamcogroup.com//media/files//cadimages/baseflex_8-80_dwg.zip
https://flamcogroup.com//media/files//cadimages/baseflex_8-80_step.zip
https://flamcogroup.com//media/files//cadimages/baseflex_8-80_rfa.zip
https://flamcogroup.com//media/files//documentation/doc_lit_h1_2014.pdf

